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Order  the appropr iate hardware for  this configuration.  Model number  and cables are listed here: 
MK2320-40KD FS USB / RS232   

  **NOTE: MK2320AD-60B238 will not work, until the additional bar codes are scanned.  
 57-57006A-N-3 – USB Cable with standard USB connector – non-locking 
 57-57200A-N-3 – USB Cable with locking PowerPlus USB connector 

 
 
Use the following barcodes to program the Stratos scanner /scale.    
Programming barcodes must be scanned with the vertical window on the Stratos scanner scale.  This helps prevent 
accidental scanning of program barcodes when you flip pages in the configuration guide, etc.   
 
Scan these bar codes, in the order given: 
   
 

³ 9 9 9 9 6 2

Single Cable USB LBs

   OR   ³ 9 9 9 9 6 1

Single Cable USB KGs

 
 
 

³ 1 2 4 8 1 3

Enable 3 scale bytes

   
 
 

³ 9 9 6 0 1 2

Scale Cable Interface
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³ 9 9 6 0 4 5

Scale Save Data

 
 
Wait approximately 3 minutes while the unit changes configuration.  Blue LEDs will become steady and pole 

display will display “ 0.000”  
 
 
IF YOU NEED TO START OVER!! 
 

³ 9 9 9 9 9 8

Recall Defaults

 
 
The scanner /scale programming is complete.  Next, install the OPOS driver, and create scanner and scale profiles. 
In order  to set up the OPOS device profiles for  the scanner  and scale, you must have downloaded and installed 
the MetrOPOS drivers and utility.  This is available on the Metrologic corporate website at the following location: 

http://www.metrologic.com/corporate/guides.htm 
  
Choose the option under download software by name on that page to select MetrOPOS Dr iver . 
Download and install the driver.  It should install the MetrOPOS2 Administrator in your program group. 
 
Setup the profiles using the MetrOPOS2 Administrator for both the scanner and the scale. To do so,  
Start the MetrOPOS Administrator.  The setup wizard may appear, if it does, just close the window.  
 
Next, select “New Profile”  and setup the options for the scanner as shown below: 
(Note: You can name the profile whatever you want, and be sure to select FS USB and Single Cable) 
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Once the appropriate options are selected for the profile as shown above, click “Save”  and a message should appear 
prompting you to create the scale profile.  Setup as shown: then click on “Create Profile” .   
 

Note: Be sure to use a different name for  the scale profile! 
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After you create the profile, you should be presented with a message reminding you that you have to program the 
scanner, and asking if you want to program the scanner now.  Just answer this message with “NO” and setup the 
scanner using the barcodes in the next section.  
 

 
 
 

This should complete setting up the required profiles for the OPOS driver.  
 
The setup is now complete! 
 
You should now test the scanner to ensure you can communicate with both the scanner and the scale.  To do so, 
select the Simple Test option in the MetrOPOS administrator, then select the appropriate profile names for the 
scanner and the scale. Then select “Test”  on each device and you should see the data from the scanner or scale 
displayed.   See screenshot below: 

 

 
 

 
Note: you may need to disconnect the USB cable from the PC, wait a few seconds, then reconnect.  This will ensure 
that the PC recognizes the USB device.  (Exit MetrOPOS first)  You can also check devices in Device manager . 
 
 
 

 
 
 
 
 
If the test is successful, you are ready to 
connect the device and test with your 
application.  If there are any problems, go 
back and check each step in setup to 
validate that nothing was missed or 
mistyped.  If problems persist, contact 
Metrologic Support at 1-800-436-3876         
(1-800-ID-METRO). 
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Note:  You can convert an existing RS-232 Stratos to a FS USB Stratos by adding the appropriate daughter card and cable. 
See the document “ installing_daughter_card.doc” .   You must also connect the USB cable to the middle port on the left side 
of the scanner, marked as “FS USB to host”  on the USB units, or as a “N/C”  on the RS-232 units, as shown below: 

         
 
 
Document Revision Table: 
 
Revision Level Date Revised By Changes Made 

1.0 03/31/05 C. Koch Initial Document 
1.1 04/12/05 C. Koch Revised Format to new template, added information on 

cable connections for USB cables, removed embedded 
Configuration Guide to reduce document size 

1.2 04/25/2005 M. Lucera Added programming bar codes, changed title 
1.3 02/16/2006 M. Lucera Re-organized for smoother flow, changed 2020 to 2320 
1.4 05/22/2006 J. Willis Separated between Diva & Avery Scale  

 


